
Part No. Description

Small 2 Way Large 3 Way

CFB 30 B 125
CFB 30 B 250
CFB 45 B 125
CFB 45 B 250
CFB 60 B 125

CFB 60 B 250
CFB 60 B 375

Brass
Brass
Brass
Brass
Brass

Brass
Brass

3mm (1/8”) 1/8” BSP
1/4” BSP3mm (1/8”)

4.5mm (3/16”)
4.5mm (3/16”)
6mm (1/4”)

6mm (1/4”)
6mm (1/4”)

1/8” BSP
1/4” BSP
1/8” BSP

1/4” BSP
3/8” BSP

CFB 60 B 500 Brass 6mm (1/4”) 1/2” BSP
CFB 95 B 500 Brass 9.5mm (3/8”) 1/2” BSP
CFB 30 B 250 S/S 316 3mm (1/8”) 1/4” BSP
CFB 45 B 250 S/S 316 4.5mm (3/16”) 1/4” BSP
CFB 60 B 250 S/S 316 6mm (1/4”) 1/4” BSP
CFB 60 B 375 S/S 316 6mm (1/4”) 3/8” BSP
CFB 60 B 500 S/S 316 6mm (1/4”) 1/2” BSP

Material Tube Size Process ConnectionPart No.

Compression Fittings

Terminal Blocks
Accessories
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Small Aluminium Big Aluminium Din Head Big Stainless Steel

Part No.
KSC 500
KNC 500
KNC 750
KB 250
KB 500

KD 500

LS 500

Small
Big
Big
Small
Small

Big

Big

Aluminium 1/2” BSP
1/2” BSPAluminium

Aluminium
Bakelite
Bakelite

Din Aluminium

S/S 316

3/4” BSP
1/4” BSP
1/2” BSP

1/2” BSP

1/2” BSP

M16 x 1.5
M20 x 1.5
M20 x 1.5
M16 x 1.5
M16 x 1.5

M20 x 1.5

M20 x 1.5

Size Material Cable EntrySensor Connection

Material of body and cover : aluminium pressure die-casting, max.0.5% Mg

Ambient temperature: Tamb = -40 to 100°C - silicone rubber

Coating: yellow chromating and chemically resistant paint (outside only)

Maximum space for transmitter: Ø52 x 30 

EEx d (flameproof) Connection Head

Terminal Heads

Type XD-AD
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Miniature Connectors
To Order (Specify Model Number)

Standard Connectors
To Order (Specify Model Number)

Miniature Panel Jacks
To Order (Specify Model Number)
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Standard Panel Jacks
To Order (Specify Model Number)

Standard Panel Jacks
To Order (Specify Model Number)
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Insulations Tubes
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Insulations Tubes
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